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IMPORTANT SAFETY INSTRUCTIONS 
WARNING – IT IS VITAL FOR THE SAFETY OF PERSONS TO 

FOLLOW ALL INSTRUCTIONS 
SAVE THESE INSTRUCTIONS 

 
1. Required tool list  
 

No. Name Specification Quantity Remark
1 Electric drill   1  
2 Herringbone ladder (V-ladder)  1  
3 Mobile wrench or socket wrench   1 set   
4 Band tape 5m 1  
5 Screw driver  2  
6 Cross-header screw driver  2  
7 Pincer  2  

 
2. Important safety instructions 
 
WARNING – INCORRECT INSTALLATION CAN LEAD TO SEVER INJURY FOLLOW 
ALL INSTALLATION INSTRUCTIONS IN THIS MANUAL AND ALWAYS DO THE 
FOLLOWING: 
 
1) Keep garage doors properly balanced. Have a professional service person make repairs to cables, 

spring assemblies and other hardware. 
2) Watch a moving door until it completely stops moving. Do not cross the path of a door in 

motion, and never let children play “beat the door”. Do not let children play near a garage door 
when it is opening or closing. 

3) Never put fingers between the sections of a garage door, and teach children to keep their hands 
and fingers clear of section joints, hinges, tracks, springs and other door parts. 

4) Do not let children play with transmitters or remote controls, and place these items out of reach 
of children. 

5) Test the automatic reversal monthly. The garage door MUST reverse on contact with a 40mm 
high object (or a 50mm by 100mm board laid flat) on the floor. If the garage door does not 
reverse, adjust either the force or the limit of travel, and re-test the automatic reversal. Be 
careful when making adjustments because maladjustments can cause serious injury or death. 

6) Disconnect the electrical power to the operator before making any repairs or removing the 
housing cover. 

7) If possible, use the emergency release only when the door is closed. Be careful when using the 
release with the door open because weak or broken springs may allow the door to fall rapidly, 
which can cause serious injury or death. 

8) Do not use the emergency release rope to open or close the door! 
9) All the Entrapment Warning Label should be pasted in a prominent location. 
10) Check the function of the operator on a monthly basis! 
11) Please take good care of this manual after installation so as to have safety inspection and 

maintenance regularly according to the manual. 
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3. Installation instructions 
3.1. Important installation instructions 

In order to reduce the risk of serious injuries or death, please read and follow all instructions 
provided! 
1) Install only on a properly balanced door. An improperly balanced door has the potential to 

inflict severe injury. Have a qualified service person make repairs to cables, spring assemblies, 
and other hardware before installing the opener!  

2) Remove all ropes and remove or make inoperative all locks connected to the garage door before 
installing opener! 

3) Where possible, install the operator 2.1 meters or more above the floor. For products having an 
emergency release, mount the emergency release approx. 1.8 meters above the floor! 

4) Do not connect the opener to source of power until instructed to do so! 
5) Locate the control button: 

• Within sight of door 
• At a minimum height of 1.5 meters so small children are not able to reach it, and 
• Away from all moving parts of the door 

6) Install the entrapment warning label next to the control button in a prominent location. Use 
staple gun to secure label to surfaces to which the adhesive will not adhere. Install the 
Emergency Release Marking. Attach the marking on or next to the emergency release! 

7) This operator is to be used only with residential sectional or one-piece doors! 
8) To avoid damage to the garage door and operator, disable locks before installing and operating 

the operator. 
9) Prior to installation check for and avoid any damaging of covered electrical, gas or water lines 

in the walls or ceilings! 
10) The garage ceiling must be designed so that a secure fastening of the operator is guaranteed! 
11) The installer must ensure that the operator is firmly attached to the garage structure! Do not 

attach to gypsum or plaster ceilings! 
12) The enclosed emergency release rope must be installed at an easy to reach height! Check the 

emergency release to ensure operation with only moderate force required! 
13) Do not use the emergency release rope to open or close the door! 
14) Check the function of all safety devices (light beam device, emergency release, and automatic 

reversal)! 
15) After installing the opener, the door must reverse when it contacts a 40mm high object (or a 

50mm by 100mm board laid flat) on the floor! 
16) The mechanical limitation device should be installed on the horizontal rail terminal of garage 

door’s two, in order to avoid the panel slide out of the rail. 
17) The installation and wiring must be complied with the architectural working standard and 

electrical rules. 
 
Work safely! 
Always wear appropriate safety protection when using any tools! 
For garages without a second access an additional emergency release is necessary, which 
prevents a possible lock out! 
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3.2. Installation sketch map 

The completed installation is showed as figure 1. 

 

3.3. Opener assembling 
Remove the rail and opener from the package and 

place them on a clean & smooth working surface.  
Adjusting the front and rear position of clutch, 
making the internal spline of the chain/belt wheel on 
the rail align with the external spline of No.4. 
Connecting the rail and opener according to the 
Figure direction and pressing them to the position. 
Passing the No.1 (Lock bolt M8x12) through the hole 
of No.2 (U Connection frame) and lock tightly with 
the opener header No.3 (Screw hole M8) according to 
 the figure direction, fastening reliable. (As Figure 2  
and Figure 3)  
 

Figure 2 

Figure 1 
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3.4. Hoisting opener  
3.4.1. Locating installation front bracket 

The centerline of front bracket should be coincided with the lintel center line (As Figure 4).The 
centerline of two horizontal installation hole is not lower than the highest point of garage door 
operation trail, and fixed by the bolts. 
Note: Must guarantee the installation strength of front bracket. 
3.4.2. Locating installation perforated bracket 

Confirming the installation position of perforated bracket at first (As Figure 5), then installing 

the bracket vertically to the rail and symmetrically with the centerline, and fastening it reliably. The 
length from center position of perforated bracket to the lintel is equal to the margin of the rail length 
and the length of the opener header. The length of No.1 is about 250-300mm as general. If the 
installation space is limited, the length of No.5 can be reduced by the actual requirement. 

Note: Must guarantee the installation strength of hoisting bracket, and keep a certain installation 
angle to ensure the support strength. 
3.4.3. Hoisting opener 

Please lift front end of the opener, connect the driving rail to the front bracket by No.1 (pin 
Φ8x80), and connect them by No.2 (double R 
elastic pin). Please lift motor side of the opener 
to make the rail coincide with the lintel center 
line, and connect the opener to the perforated 
bracket by four square neck bolts. (As Figure 6)  
3.4.4. Installation garage door bracket 

Please close the door after the opener 
hoisting is completed. The centerline of No.2 
(door bracket) must be aligned and coincide 
with door centerline of No.1 header (the highest 

Figure 4 

Figure 5

Figure 6 
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piece of door). The distance from horizontal position of door bracket to door header should be 
30mm-50mm and not lower than contact roller height 
of door top bracket, use No.3 (four self-drill screws) 
to install the door bracket. (As Figure 7) 

Note: If the installation hole is not provided, the 
electric hand drill can be used to drill four holes, the 
diameter is no more than 5mm. If there is no 
correspondent support on the door center, the support 
board must be added to ensure the installation 
strength of door bracket. 
3.4.5. Installation drawbar 

Close the door, pull down handle of No.1 (clutch), and make the carriage close to the door 
according to the Figure direction (As Figure 8).  

Please pay attention to that the horizontal 
Distance between the carriage and door should be 
200mm-300mm. Use twoΦ8x22 pins to plug No.2 
(straight drawbar) to the connection hole of No.1 
(clutch) and No.5 (bent drawbar) to the connection 
hole of No.7 (door bracket) respectively, meanwhile, 
use No.6 (double R elastic pin) to connect. 
Afterwards, use two No.3 (bolt M8x20) to connect 
straight drawbar and bent drawbar, and use No.4 
(flange hexagon header nut M8) to lock tightly. Adjusting the rope 
length of clutch pull handle, make the height from the clutch handle to 
the ground not less than 1.8 meter. A is the connecting point of emergency lock rope. 
4. Adjustment instruction 
4.1. Switch on power 

Installation socket and wiring must be operated by professional electrical technician. The socket 
installation position should be within one-meter distance from the opener header.  

Note: the installation and wiring must comply with the architectural working standard and 
electrical rules. 
4.2. Manipulation instruction 

S66 opener adopts with 7 LBD and one digital tube 
to display all information. (As figure 9) In ready status, 
the digital tube could twinkle with “－”, it indicates the 
position of the door: Top indicates opening position; 
middle indicates position between opening and closing; 
bottom indicates closing position. While running, the 
digital tube could flash quickly with “－”. 

In ready status, press button “set”, it going into 
debugging Status, LBD indicates the present setting sort, digital tube 
indicates the value. Press button “set” continuously, you could choose 
the present setting, press “＋” or “－” , you could modify the present 
value. When the change is finished, press the button “set” again, you could store the present value, 
and it goes into the next setting automatically. If the present setting is the last Setting, when you 

Figure 7 

Figure 8 

Figure 9 
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press “set”, you will go out of setting status. If there is not any pressing button operation in 25 
seconds, it will go out of setting status. 
4.3. Function setting  
4.3.1. Auto detect 

Function: Auto detect photo beam, opening and closing door position and loading force. 
Press button “set” continuously, till the lamp “Auto detect” flashes, the digital tube 

displays “A”. Press “+”, the lamp begins to flash, the opener goes toward the opening 
direction automatically , stops at the mechanical open limit position, then goes 
automatically toward closing direction, and stops at the close position, the lamp stops 
flashing, the detect procedure is finished, and it exits the setting status automatically. After the 
detecting procedure, the garage door could be used normally. If use heavy duty opener, should 
conform the limit position by press “-” during auto detect, and ensure to get maximum travel. 

Notice:  
A) Before auto detect, please install and fix firmly the opening mechanical limit equipment at 

the opener guiding rail according to the maximum open height. 
B) If the photo beam is equipped, please finish installing the photo beam before Auto detect. 

And please don’t shield the photo beam ray during auto detect. 
C) People or other pets, items are prohibited to cross or stay below the door during auto 

detect. 
4.3.2. Close gap 

Function: set the bottom gap after the door is closed. 
Press “set” continuously until the lamp “Close gap” flashes, the value displayed on 

the digital tube is the present closing gap value. Press “+” or “-” to adjust the value. 
After adjustment, press “set” to store the value, and goes into the next function setting.  

Value means: 0 ~ 9 - each increase or deduction of value, means the close gap increases or 
deducts 4mm. 
4.3.3. Opening force 

Function: set the sensitivity of protection against obstacle while opening door. 
Press button “set” until the “opening force” lamp flashes. The value displayed on digital 
tube is the present opening door loading force. Press “+” or “-” to adjust the present 
value. After adjustment, press “set” to store the value, and it goes into the next setting 
automatically.  

Value meaning: 0 ~ 9 - the bigger the value is, the bigger the opening door force is, the lower 
the sensitivity of protection against obstacle is. 

Notice: the default value of sensitivity of protection against obstacle could meet most need, only 
when the default value can’t meet your need, the value need to be adjusted. 
4.3.4. Closing force 

Function: set the sensitivity of protection against obstacle while closing door.  
Press “set” continuously till the “close force” lamp flashes, the value displayed on the 
digital tube is the present closing door loading force. Press “+” or “-” to adjust the 
present value. After adjustment, press “set” to store the value, and it goes into the next setting 
automatically.  

Value meaning: 0 ~ 9 - the bigger the value is, the bigger the closing door force is, the lower the 
sensitivity of protection against obstacle is. 

Notice: the default value of sensitivity of protection against obstacle could meet most need, only 
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when the default value can’t meet your need, the value need to be adjusted. 
 
 

4.3.5. Auto close 
Function: set the delay time to auto close door. 
Press “set” continuously till the “auto close” lamp flashes, the value displayed on the 

digital tube is the present delay time to auto close. Press “+” or “-” to adjust the present 
value. After adjustment, press “set” to store the value, and it goes into the next setting 
automatically. 

Value meaning: 0 - prohibit the auto close function; 1 ~ 9 - Auto close delay time 1min～9min. 
4.3.6. Photo beam 

Function: Set the working way of the photo beam. 
Press “set” continuously till the lamp “photo cell” flashed, the value displayed on 

the digital tube is the present setting value of the photo beam. Press the “＋” or “－” to 
adjust the present value.. After adjustment, press “set” to store the value, and it goes automatically 
into the next setting. 

Value meaning: 0 - No photo beam; 1 - valid while closing; 2 - valid while both closing and 
opening. 

Notice: If the photo beam has already been installed before auto detect, the value could be set as 
1, otherwise it will be set as 0. 
4.3.7. Transmitter learning 

Function: delete the present transmitter or make new transmitter learning. 
Press “set” continuously till the “remote control learning” lamp flashes, the digital 

tube displays “L”. 
Delete: Press “-”, digital tube flashes quickly as “E”, after the flash stop, all the 

transmitters are deleted. 
Learning: Press”+”, digital tube flashes slowly as “L”, then press the transmitter 

twice or more times, digital tube Flashes quickly, it means learning is finished.  Press 
“+” again, another transmitter could be learned. After learning, press “set”, exit the 
setting.  

Notice: Maximum 8 transmitters could be learned, if it Exceeds 8, the first transmitter will be 
deleted. 
4.4. Fault information 

The S66 opener could auto detect the error during running, and display the error information. 
When error occurs, digital tube could display the error code, the radix point will also flash quickly. 
After 5 seconds of flash of error information, it will automatically recover to display normally.  

a) “1.”: means the journey setting fault. 
b) “2.”: means protection against obstacle during opening. 
c) “3.”: means protection against obstacle during closing. 
d) “4.”: means ray of photo cell is shielded or photocell is damaged. 
e) “5.”: means transmitter error in learning or coding. 
f) “6.”: means the running time exceeds 100 seconds. 
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5. Locking door by hand 

As shown in Figure 10, if the door is open when 
power off, you can disconnect clutch, pull the door 
to close position by hand, the door can be locked in 
the limitation hole of rail. 

When power on, it is not necessary to open lock 
by hand, only operate remoter or push button 
directly. When the opener runs to close position, the 
clutch will be connect automatically and unlock 
simultaneously, then the door can be opened and 
closed by electricity normally. 
6. Accessories installation instruction 
6.1. Photo beam installation 

Photo beam is a non-touch safety system, 
realized by a beam of light from two sides of 
door hole, i.e. if there has any person or 
other barriers hinder the beam of light on the 
way during the door is closing, the door will 
stop immediately, and running toward to 
reverse direction, and return to the whole 
open direction so that can realize the safety 
protection function. 
6.1.1. Locating photo beam bracket 

(As Figure 11) The photo beam bracket 
is located on the inner wall of left and right vertical tracks       
outside of the door. The height from photo beam 
bracket to ground is 150mm. Make it far from the 
door hole as possible so as to avoid the sun 
shining. Use the self-drill screw or expand screw 
to fix the photo beam bracket, please keep the 
bracket horizontal at this time, if the two sides 
front wall is not on a horizontal surface, the 
gasket should be used to adjusting so that ensure 
the photo beam brackets have the identical 
extension length. Install photo beam in the inside 
of photo beam bracket by M6x30 bolts. 
6.1.2. Wiring 

(As Figure 12) Open the white lamp cover when wiring, find a row of wiring terminals marked 
“PHOTO”, use screw driver to connect one side of the dual-core parallel signal wire, stretch the 
parallel signal wire to the wall bracket, then divided into two signal wires by parallel connection, 
connect to the wire terminal of two photo beams separately. The poles of two signal wires are not 

Figure 11 

Figure 10 

Figure 12 
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required to distinguish. 
Note: Wiring should be beautiful and neat, and use the clamper to fix. After finishing 

installation, the right and left lens of photo beams should in the same line, and the setting of “PH” 
should be “1”or “2” in the second level setting, otherwise the photo beams will not function. 

 
6.2. Push button installation 

Wall switch must be in-door installation. Its 
main function is to control the lighting lamp and 
the closing and opening of door body. Wall 
switch must be installed on the place that can 
clearly see the operation of the door and must be 
1.3m above the ground to prevent the children 
from mal-operation. Firstly, open the white 
lampshade when wiring, showed as Figure 13. 
Using crosshead screwdriver to connect one 
terminal of dual-core signal line to the 
connection terminals marked with “PUSH” on 
the right corner of the installation plate, and the other terminal shall be connected to wall switch 
connection terminals in the back side then, using the two wooden screws to fix the wall switch. 

Note: The clamper must be used when wiring. 
7. Maintenance and repair 

Please inspect the automatic reversal and the door balance monthly, and adjust it if necessary. 
8. Technical data 

a. Power voltage: AC 220V~240V 50Hz 
b. Lighting power: 12V 1×10 W (Automatic switch-off after approx. 180 sec.) 
c. Input power: 250W (in operation with lighting) 
d. Motor: DC 24V 
e. Push and pull force: 800N 
f. Excess travel stop: 100 sec. 
g. Open-close speed: 120mm/s 
h. Remote distance: ≥30m 
i. Remote frequency: 433.92MHz 
j. Ambient temperature: -20℃ ~ +55℃ 

Figure 13 
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9. Trouble shooting 
Trouble Reason Solution 
The opener can’t work, without 
display on LED 

●Opener is not power on 
●Fuse of main control board 
damaged 

●Switch on the power, inspect 
“ POWER” socket 
●Change the same type fuse. 

The opener can’t work, LED 
display 1. 

●Travel adjustment error 
 

●Readjust limit position 

Door stops before it is fully up 
on opening cycle; or Door 
auto-reverses before reaching 
the ground on closing; LED 
display 2.or 3. 

●The closing resistance is greater 
than that system set load activates 
the barrier protection system 

●Inspect and adjust the door balance 
system 

The door can’t run to the 
closing door direction, LED 
display 4. 

● The light of photo beam have 
been shielded; 
●System started to use photo beam 
system, but it hasn’t been 
connected.  

● Remove the barrier in the beam 
road. 
● Prohibit using photo beam or 
connect the photo beam 

Door does not fully close or 
open 

●The travel position adjustment is 
not suitable 

● Readjust limit position 

Push button can operate 
normally, but can’t remote 
control 

● The transmitter has not learned 
● It has no battery in the 
transmitter 

● Learn transmitter according to the 
manual 
● Change the battery of transmitter 

The remote distance became 
very near distinctly, the 
brightness of indicator lamps 
became lower distinctly  

●The serious shield around the 
garage 
●The battery power is not enough 

●Draw the antenna to the outside of 
garage 
●Change the battery 

Remoter can operate normally, 
but the push button has no 
function 

● Push button loose or broken 
circuit 

● Inspect push button wiring 

 


